Cabinetsj

STANDARD SPECIFICATION

* ANSI/EIA RS-310-D * |[EC60297-3-100
* DIN41494:PART1 e DIN41494:PART7

* GB/T3047.2-92:ETSI

PRODUCT
INFORMATION L LIadR=E V(=

- Toughened glass door

- Plate steel rear door/Plate vented rear
door/Optional double-section rear door

- Safety lock

- Mounting profiles with laser U-mark

- Optional Fan unit, easy installation

- High static loading capacity 1000KG

- Comply with UL, ROHS certifications

©ees

Toughened Static Easy No need
glass door loading assembly welding

ARLARRRARY

Mounting Profile +
Cable Management slot

Safety Lock Fan Unit Earthing kits

Materials Frame Front Door Rear Door Turning Degree
5mm Toughened Plate steel door/
SPCC cold rolled steel Disassembly g >180°
glass door Vented plate door
Side Panels Thickness Static Loading Capacity Surface Finish Degree of Protection

. Mounti'ng profile 2.0mm Degreasing, Silanization,
Removable side panels Mounting angle 1.5mm 1000KG ) ) IP20
Others: 1.2mm Electrostatic Spraying

Product Specification

Model No. Description
CH2001;
CH2001SU;
CH2002: Toughened glass door, Plate steel rear door, Black(RAL9004)
CH2004;

42U6X1000FP



Main Parts )

1. Frame 6. Mounting profile 11. Cable management slot 16. MS5 front door

2. Bottom panel 7. Steel rear door 12. MS1 front door 17. MSS front door

3. Top cover 8. Double-section steel rear door 13. MS2 front door 18. MSD front door

4. Mounting angle 9. Vented rear door 14. MS3 front door 19. Side door

5. Spacer block 10. Double-section vented rear door 15. MS4 front door 20. 2" Heavy duty casters

Tcabinets Specification

Model No. Capacity | Width Depth Height Package Size | Packing Volume
() (mm) | (mm) (mm) (mm) (M2)
CH2002 18 600 800 988 630*830*990 0.5177
CH2004 27 600 800 1388 630*830*1390 0.7268
CH2001 600 800 630*830*2060 1.0772
42U6X1000FP 42 600 1000 2055 630*1030*2060 1.3367

CH2001SU 800 800 830*830*2060 1.4191
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