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FUNCTION DISPLAY
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e Network Cable tester+Multimeter
® Vibration mode

® Network Cable ® Length Measure 500M
AC/DC voltage , AC/DC current

¢ Length Measure 400M Resistance,Continuity,Diode, temp

Accessories :
Temperature probe & Multimeter probe




Remote ID Mapping

(Accessories optional)
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Switch port flicker

When using the alignment function, the sequence light
correspon ng to the switch blinks once every 2 seconds
to find the net wire directly




Wire length measurement

After measuring the length, the product will display the cable conditions.

The status of each cable (in the sequence of 1,2,3,4,5,6,7,8) will be displayed.
Users can determine the cable is in good conditions or not together with the
cable length

Press -~ button to switch to measure the length of each pair of cables

(ie. pairof 1 and 2, 3 and 6, 4 and 5. 7 and 8). Press ~~ button to select the cable
type (include 8P8C cables, 4P4C cables, phone lines and BNC cables.
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Recyclable charging
The lithium battery
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Multimeter function

Resistance
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10.RJ45 Cable
Jack

/A WARNING A\

The product will be damaged if
Length Measurement Portis
connected to PoE or any

energized devices.

DMM
Input Jack




PACKING CONTENTS

GY-616

Mebwork Cablb Testil
Multimeter 2in 1

Bag, Color box, machine + host manual,crocodile clip line, network cable, charging line

GY-618

Mgpwark cable Yesial
Multimeter2int

Bag, Color box, machine + host manual +crocodile clip line, network cable, charging line,
temperature probe, multimeter probe




